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Sales Information
 New Holland 157
The New Holland 157 Tedder comes equipped 
with two rotors with 6 tines per rotor.  The crop 
tedding width is 10’ 2”.  The transport width is 8’ 
and it weighs less then 500 lbs. The 157 attaches 
to the tractor using the three point hitch and is 
PTO driven. The recommended PTO Speed is 
540 RPM’s and the driveline is equipped with 
a Slip clutch for protection from shock loads. 
Operating speeds are between 4 to 8 mph.

The 163 model comes either Manual fold or 
Hydraulic fold.  The model 163 is a four rotor 
tedder, with 6 tines per rotor, and it is also 
powered by a 540 RPM PTO with a slip clutch 
for PTO protection.   There are two sets of 
two rotors.  The two sets turn opposite of each 
other and throw the crop to the back of the unit, 
spreading out the crop, to make dry down time 
much quicker.

The 163 models are pull-type tedders and attach 
to a ASAE standard drawbar.  The speed of 
tedding, with the model 163 is 4-8 MPH.  The 
163 has a working width of 16’ 8”.  It has a 25 
HP tractor requirement.

For the mechanical fold model, the outside frame 
folds to the rear for transporting and is equipped 
with a tedding angle adjustment.  

The Hydraulic Fold Model 163 uses a hydraulic 
cylinder to fold the outside rotors up to transport 
position.  The hydraulics are also used to adjust 
the tine angle.  Tines savers are optional for both 
of  the 163 models.  Safety chains are standard.

New Holland 163 Manual Fold and Hydraulic Fold
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New Holland H5270
The New Holland H5270 is the largest tedder.  It 
has a working width of 25’ 7”.  The H5270 has 
6 rotors, and is equipped with 7 tines per rotor.  
The hitch comes with clevis hitch.  The H5270 
runs off of a 540 PTO and has a protecting slip 
clutch for over loading protection.    

The H5270 has an articulating frame design, and 
is equipped with a hydraulic folding frame for 
narrow transport.  The transport width is 9’10”, 
and comes standard with a safety chain.  The 
H5270 also is equipped with hydraulic tedding 
angle control.  The H5270 requires a tractor with 
35 HP PTO.
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The information presented herein is intended for sales education purposes and is intended for 
the use of CNH Global N.V., its affiliates, and its independent dealers only. This information is 
to be treated as CONFIDENTIAL and is not to be used for advertising purposes. Competitive 
comparisons are based on competitive information known at time of printing. Sources of infor-
mation include published industry specifications and data. General statements made herein 
are the opinions of the authors concluded from supporting data. 

Note: Specifications are stated in accordance with industry standards or recommended
 practices, where applicable.

This Sales Education Document has been published for worldwide circulation. The availability 
of some models and equipment builds vary according to the country in which the equipment is 
used and sold. The illustrations and text may include optional equipment and accessories and 
may not include all standard equipment. For more information about the current standard and 
optional equipment offered for your sales area, consult the published price listings.

Important
CNH Global N.V. reserves the right to change product specifications without notice and with-
out incurring any obligation relating to such changes.

Any trademarks referred to herein in as-
sociation with the goods and/or services 
of companies other than CNH Global 
N.V. are the property of these respective 
companies.

New Holland is a registered trademark of 
CNH Global N.V.
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